Color Capacity Ink Type OE"\‘I'I“::;::'“ FI::':’I::;“
i Black 440 mL | Pigment RPG-440
| Cyan 440 mL | Pigment RPG-440
; Light Cyan 440 mL | Pigment RPG-440
Light Magenta | 440 mL | Pigment RPG-440
Magenta 440 mL | Pigment RPG-440
Yellow 440 mL | Pigment RPG-440
Color Capacity Ink Type OEII:IU::::Ct Flﬁ:r:‘o:et:ct
i Black 440 mL | LED-UV RLED-440
| Cyan 440 mL | LED-UV RLED-440
; Light Cyan 440 mL | LED-UV RLED-440
Magenta 440 mL | LED-UV RLED-440
Light Magenta | 440 mL | LED-UV RLED-440
Yellow 440 mL | LED-UV RLED-440
White 440 mL | LED-UV RLED-440




ROLAND

Color Capacity Ink Type OE'Tu:::::ICt Flﬁ:':‘obil:ct
COMPATIBLE CARTRIDGES § Black 220 mL | Eco-Solvent| ESL3-BK | RES-220BK
§ Cyan 220 mL | Eco-Solvent| ESL3-CY RES-220C
i ) ::"_ Light Cyan 220 mL | Eco-Solvent| ESL3-LC RES-220LC
Superior Benefits—FIS’s Eco Solvent Inks for Roland Light Magenta | 220 mL | Eco-Solvent| ESL3-LM | RES-220LM
Magenta 220 mL | Eco-Solvent| ESL3-MG RES-220M
Yellow 220 mL | Eco-Solvent| ESL3-YE RES-220Y
OEM Quality & Performance
Mix & Match specifically manufactured to match the exact properties of Eco-Sol MAX ink Color Capacity Ink Type OEm Prgduct FI:I Probduct
umber umber
- - ’ A H ’ >
Flushing Not Required There’s no need to flush the ink lines, It's easy to make a change! 3 Black 440 mL | Eco-Solvent| ESL3-4BK RES-440BK
Identical Color Profile to OEM There’s no need to spend time creating new profiles é Cyan 440 mL | Eco-Solvent| ESL3-4CY RES-440C
Plug & Print 1| |Light Cyan 440 mL | Eco-Solvent| ESL3-4LC | RES-440LC
LG H - »
100% compatibility with original printer components . g e VI g
will I ; d misfiri Magenta 440 mL | Eco-Solvent| ESL3-4MG | RES-440M
il not cause clogging and misfiring Yellow 440 mL | Eco-Solvent| ESL3-4YE | RES-440Y
Practically Odorless No need to use mechanical ventilation directly over the Printer
Environmental friendly Col c A Ink T OEM Product FIS Product
Excellent adhesion and compatibility with wide range of coated g e e N —
ceffent adheslion and compa Y © range ot coate 8 | Black 440 mL | Eco-Solvent| ESL4-4BK | RES2-440BK
and uncoated substrates ]
2 Cyan 440 mL | Eco-Solvent| ESL4-4CY | RRES2-440C
Outdoor durability and scratch resistance without lamination N [Light cyan 440 mL | Eco-Solvent| ESL4-4LC | RES2-440LC
guaranteed for up to 2 years ) Light Magenta | 440 mL | Eco-Solvent| ESL4-4LM | RES2-440LM
Wide color gamut & clean intense colors Eco-Solvent Based . M0et 440 mL | Eco-Solvent| ESL4-4MG | RES2-440M
Smooth tonal gradations for Eco-Max 2 Light Black 440 mL | Eco-Solvent| ESL4-4LK | RES2-440LK
Water Proof Yellow 440 mL | Eco-Solvent| ESL4-4YE | RES2-440Y
, Color Capacity  InkType ~ OFM Product  FIS Product
flg § Black 220 mL | Pigment RPG-220
2 2 2 2 8 s | [cyan 220 mL | Pigment RPG-220
15 ° = 1@ .. O e L H Light Cyan 220 mL | Pigment RPG-220
ECO-SOL! SL3-4LM i 5
iy s S o S e S s L Light Magenta | 220 mL | Pigment RPG-220
Lt ) o o o o : ¥
SR H 3 - 3 3 Water Based Magenta 220 mL | Pigment RPG-220
LG LM . Yellow 220 mL | Pigment RPG-220




